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Models                      Ranger 5002             Ranger 6002            Ranger 7002             Ranger 8002

Hole diameter                                51-89 mm                                      64-102 mm                                   64-115 mm                                    64-115 mm
                                                      2”-3 1/2”                                         2 1/2”-4”                                        2 1/2”-4 1/2”                                   2 1/2”-4 1/2” 
  
Drill steel                                       32, 38, 45 mm                               38, 45, 51 mm                              38, 45, 51 mm                               38, 45, 51 mm
                                                      1 1/4”, 1 1/2”, 1 3/4”                      1 1/2”, 1 3/4”, 2”                            1 1/2”, 1 3/4”, 2”                            1 1/2”, 1 3/4”, 2”

Transport dimensions
        weight (without options)          14 000 kg (30 864 lbs)                  14 000 kg (30 864 lbs)                 14 700 kg (32 407 lbs)                  14 700 kg (32 407 lbs)
        width                                     2.45 m (8’)                                     2.45 m (8’)                                    2.45 m(8’)                                      2.45 m (8’)
        length                                   7.2 m/11.1m (23’-6”/36’-4”)           7.2 m/11.1m (23’-6”/36’-4”)           7.2 m/11.1 m (23’-6”/36’-4”)          7.2 m/11.1 m (23’-6”/36’-4”)
        height                                    3.6 m/3.2 m (11’-8”/10’-5”)            3.6 m/3.2 m (11’-8”/10’-5”)            3.6 m/3.2 m (11’-8”/10’-5”)            3.6 m/3.2 m (11’-8”/10’-5”)

Hydraulic rock drill                         HL 510                                          HL 600                                          HL 700                                          HL 800 T 
                                                      15.5 kW (21 hp)                             16 kW (22 hp)                               19.5 kW (26.5 hp)                         21 kW (28.2 hp)

Tramming speed                           3.5 km/h                                        3.5 km/h                                        3.5 km/h                                        3.5 km/h
                                                      2.2 mph                                         2.2 mph                                         2.2 mph                                         2.2 mph
                                                      
On-board compressor                  5.8 m3/min/4-10 bar                      6.0 m3/min/4-10 bar                     8.1m3/min/4-10 bar                      9.5m3/min/4-10 bar
                                                      205 cfm/min/58-145 psi                 210 cfm/min/58-145 psi                280 cfm/min/58-145 psi                 335 cfm/min/58-145 psi

Dust collector                                23 m3 /min at                                23 m3 /min at                                23 m3 /min at                                23 m3 /min at
                                                      1000 mm vacuum H2O                   1000 mm vacuum H2O                   1000 mm vacuum H2O                   1000 mm vacuum H2O
                                                             810 cfm/min at 39”  vacuum H2O      810 cfm/min at 39”  vacuum H2O     810 cfm/min at 39” vacuum H2O        810 cfm/min at 39”  vacuum H2O
                                                                                                             
Engine                                                CAT 3056 E,                                       CAT 3056 E,                                      CAT 3126 B,                                       CAT 3126 B,
                                                           129.5 kW (174 hp)/2 200 rpm           129.5 kW (174 hp)/2 200 rpm         149 kW (199 hp)/2 200 rpm              168 kW (225 hp)/2 200 rpm
                                                                                                              

Superior Coverage Gives You A Competitive Advantage

The Rangers.
Work Where
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Fear To Tread.
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Ergonomic Cabin Design And Easy 
Operation.  An Operator’s Delight.
While the Ranger is tough, its ergonomic cabin is an operator’s 

delight with excellent visibility and simple controls that fall 

easily to hand.  It is designed to enhance comfort, safety and 

efficiency.  In fact, the Ranger’s ROPS and FOPS-certified 

cabin is like a safety box — its heavy-duty construction protects 

the operator exceptionally well and keeps the noise levels 

low, in less than 80 dB (A).

The Rangers put everything at the operator’s 

fingertips, too.  Drilling is controlled by 

a single proportional hydraulic joystick.  

Routine functions such as anti-jamming 

are executed automatically, so the 

operator can concentrate on the task at 

hand.  And as options for increased safety in especially difficult conditions, rear 

jack operation, winch control and remote control box are available.

 

  Impacting The Entire Drilling Process.

   Ranger series surface drills provide unsurpassed power, versatility, and 

productivity in their class.  But Tamrock offers you much more than just the  

best drilling machines.  You also get the benefits of Tamrock’s thorough 

approach to rock excavation — it helps you optimize not only shot rock 

size, but also the entire excavation process.  Which gives you 

the ultimate competitive advantage.

When the going gets tough, call in the Rangers.  

Tamrock Ranger series drilling machines can take 

on even the toughest drilling tasks — and come back 

for more.  These crawler-based, self-contained rigs 

give you the power, precision, and versatility to go 

where other drills fear to tread, making them an 

ideal choice for construction, quarrying, or surface 

mining operations.   

Perfect Match For Your 
Drilling Needs.

The Rangers can handle just about anything 

the situation throws at them. An optimal hammer and power pack for each model 

ensures that every hole size between 51 mm (2”) and 127 mm (5”) 

can be drilled efficiently, even in extreme or fractured rock.  You are 

sure to find a perfect match for your drilling needs as the Ranger series 

hydraulic, top hammer drills offer a choice of four different rig models.

Superior Versatility Puts You In 
Command Of Every Situation.    

The Ranger series’ flexible performance lets you dominate the 

field.  The rigs efficient design mounts the power pack at the rear, 

counterbalancing the boom and feed assemblies, reducing overall 

weight and making the Rangers exceptionally stable.  The rig’s 

revolving superstructure swings a 120o arc (180o optional), offering 

a huge coverage area of 17.6 m2 (189 ft2), 26.4 m2  optional 

(284 ft2), and letting the operator face towards the drilling spot 

at all times.  Reach is quick and spotting fast throughout 

the entire drilling range, greatly reducing set-up time.  So you can drill more 

holes, faster, from a single set-up.

Ranger Surface Drills.
                 More Powerful.  More Versatile.  More Productive.


